CTI designs and manufactures
polymeric heat exchangers for
both custom and large volume
applications. PolyCoil all-polymeric
heat exchangers offer high heat
transfer performance in a package
that is light weight and flexible.
PolyCoil exchangers are rugged and
corrosion resistant. They are
suitable for use with many fluids
including water, brine, glycol solutions
and hydro-carbons.

Polymeric

Heat Transfer Systems

FEATURES AND BENEFITS

Light Weight
Easy to Install
Cost Competitive
Reduced Fouling
High Heat Transfer
Moisture Resistant
Corrosion Resistant
Flexibility in Design
Rugged, Impact Resistant
Reduced Maintenance Costs

PolyCoil heat transfer systems
have been developed for a variety
of applications, ranging from
military vehicles and small pleasure
craft to HVAC equipment, thermal
ice storage systems and evaporative
fluid coolers. Air to air exchangers
have also been developed for
several automotive applications.
The light weight of the systems
makes installation simple. The
all-polymeric construction makes
them moisture resistant and much
less susceptible to damage when
compared to current systems
with fragile metal fins. This makes
them ideal for harsh environments.

PolyCoil
systems are available in several
styles and forms including a shell
and tube style for liquid to liquid
heat transfer applications and a
flat panel array for liquid to air
applications.  PolyCoil polymeric
heat exchangers offer high heat
transfer, superior impact resistance
and reduced fouling in an equivalent
package size and shape when
compared to traditional metal designs.
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polymeric heat transfer

Call us with your heat transfer application and let us show you
the advantages of a polymeric PolyCoil solution.
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CESARONI
TECHNOLOGY

P.O. BOX 246

GORMLEY, ONTARIO
CANADA LOH 1G0

TEL: (905) 887-2370
FAX: (905) 887-2375

\ www.cesaronitech.com

INCORPORATED

2561 STOUFFVILLE ROAD
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CORNERSTONE
CONSULTANTS, LLC.

3069 ANDERSON SNOW ROAD
SUITE 417

SPRING HILL, FLORIDA

USA 34609

TEL: (727) 812-6847
FAX: (727) 812-6847

www.cornerstone-consultantslic.com




PRODUCT SPECIFICATIONS

Dimensions 117 X 16 ¥%2"X 3”
Dry Weight 5.7 Ibs.
Configuration 4 passes
Fittings 1/27, 3/4” or 1" NPT
Materials Polyamide (metal-free)
Operating Pressure up to 80 PSI
Test Pressure 150 PSI
Temperature Range -40°F to 239°F

Manufactured by

ped

S wted Tomprties ferems (W15 |

Fa L]

B Floay

[

-
L}

TR iy TF




